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Art. No.: CR0047

USB Smart Card Reader

Easily file tax returns or verify identification with this USB Smart Card 
Reader. It supports smart cards meeting ISO7816 standards; fully 
compatible with Windows/Mac OS and the necessary applications, 
making it the best choice for security and reliability. 

Make Your Life More Convenient

Bank Hospital School Online Payment
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Plug and Play on Windows or Mac OS systems; use your IC/
ID card for online tax reporting, online banking and online 
identification.

Supports ISO/IEC 7816 Class A, B and C (5 V/3 V/1.8 V) cards; 
perfect for e-commerce, home banking/shopping, pre-paid card 
systems and transportation related systems.

Compact slot design; effortlessly insert the card smoothly without 
jamming. The bottom anti-skid pad ensures the device will not 
slide when inserting the card.

Convenient to Use

Wide Compatibility

Simple Design

Please install the necessory software for reading the smart card. E.g. Chipcardmaster.!

Connection via USB 2.0 
type A interface
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Package Contents:
» 1x USB Smart Card Reader
» 1x User Manual

Package Information: 
» Packing Dimension: 100 x 70 x 45 mm
» Packing Weight: 0.098 kg
» Carton Dimension: 395 x 355 x 295 mm
» Carton Q‘ty: 70 pcs
» Carton Weight: 6.5 kg

Specifications:

Connection Type USB 2.0 type-A male

Card Support ISO/IEC 7816 Class A, B and C (5 V, 3 V, 1.8 V)

Communication Speed Min. 500 kbps  

Clock Frequency 4.8 MHz

Compatible Operating Systems
Windows 7/8/10/11 and MacOS Catalina 10.15 or later, Linux Redhead 9, 
Ubuntu 8.04 or later

Protection Short-circuit

LED Indicator Yes

Support Extended APDU
(Application Protocol Data Unit) Yes

Lifespan Up to 500,000 min.

Standards
USB 2.0, CCID, CCID, PC/SC, CT-API, PPS, ISO/IEC 7816 Class A, B and 
C, CAC (Common Access Card), PIV (Personal Identity Verification), IEC/EN 
62368 (ex. IEC/EN 60950)

Powered By USB bus powered, DC 5 V/0.5 A (2.5 W max.)

Cable Length 1.5 m

Dimensions 8.5 x 6.5 x 2.5 cm

Weight 64 g

Color Black


